Ecoburn Plus 7 DEFRA

NOOD
EURNING

DEFRA
EXEMPT

Code ECB7PLUS-SC
Output 7.0kW
Log length 350mm
Nett efficiency 78.8%
Width 465mm
Height 585mm
Depth 386mm
Features Optional Extras

Arada Ash Carrier - Medium - [ARA017]
Floor Fixing Kit - [AFS1135]

Lifetime guarantee

Approved for use in Smoke Control Areas

Burns wood only

Stainless steel ash pan

Top orrear 127mm (5") flue outlet

Pre-heated airwash system for sparkling clean glass
Large fire viewing window

Externally controlled riddling grate
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Ecoburn Plus 7 DEFRA - Technical

Information

Code ECB7PLUS-SC
Output range 1.5-7.0kW
Nett efficiency 78.8%
Refuelling period 1 hour
Width 465mm
Height 585mm
Depth 386mm
Height to centre of rear flue 477mm
Added height when on stand 721mm
Added height when on log store 921mm
Depth of back to centre of top flue 102mm
Flue diameter 127mm
Suitable for 12mm hearth Yes
Under hearth temperature 71.8°C
Suitable for direct air supply kit No
Packed weight 68kg
Maximum log length 350mm

Minimum Distance To Combustibles

Torear of stove

550 mm

To sides of stove

450 mm
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